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Active Vibration Isolation System ME series
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Active vibration isolation in six degrees of freedom

The system can control vibration in three dimensions(six degrees of freedom)while continuously monitoring the vibration of the
loading table. This is done by using an integrated actuator to provide an opposite phase signal to the measured vibration.
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Automatic active control and leveling adjustment
Our originally developed control system optimizes gain control, which is an essential part of active vibration isolation.
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Can be used even for small weight application
As reviewing structure of assembly components, we successfully developed this series that can be used even for small weight
application such as small-sized SPM, without degrading the performances of vibration isolation.
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B K Modl ME-0405 | ME-0506 ME-0806D | ME-1007D
AT LK System type EJ:E-'_J Desktop type 7_31722 Workstation type

775‘47*“&"?& Active control range

0.5Hz~100Hz (100HzEl ElZ/3 v 7 Hil{H)
0.5Hz-100Hz(passive control for I00Hz or higher)

E ibﬁﬁ Automatic mechanism

777"»(7#']?&!1?#]E~ LAYy “/7“?&]% Active control adjustment, leveling adjustment

AIELCDa Y bO—JL/NRIVICERTR Displayed on the front LCD control panel
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Power supply (100-240 volts, AC single-phase,50/60Hz)

AT—BRR  Sstatus
BHETEEEE[KE]*" Load weight[kg] 80 200
BEm~T;EI[mm]  Table dimensions[mm] 430%x530 530%x630 800x600 1000%x750
BA<HEImMm]#2 Machine dimensions[mm] 432%x532%X93 | 532X632%X93 |890%X690%X700 | 1090%x840%700
BWHAEBEE[Kg] Machine weight[kg] 31 42 170 200
T F (100-240V.ACH1#H.50/60Hz)
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Standard accessories

R EREAZE. EBHEI—K (3mM) Instruction manual, power cord (3m)

F7ay Options

BEBAF—IN_HLREER

Loading table: Steel honeycomb optical tabletop

ERABERYIAR Soundproof booth
ERAEAE Desktop machine frame

FEEYZ7IMIM6—25mm

Top tap processing M6-25mm
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% Vibration isolation performances may vary depending on operating environment, characteristics of application to be mounted, and so on.
#Specifications and outer appearances may be subject to change without prior notice due to product improvement.
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MEIRITZ SEIKI CO,LTD.

Technowave 100 Bldg. 16F, 1-25, Shin-Urashimacho 1-chome,
Kanagawa-ku, Yokohama, 221-0031 JAPAN

E-mail info@meiritz.jp
http://www.meiritz.jp



